TYPE B: BWW332-UNV-1/2-EB10I

Day-Brite“ Lighting

4' OR 8' BW WIDE WRAPAROUNDS

CONSTRUCTION/FINISH

« Shallow depth (3") and curved shape produce a clean
decorative appearance.

+ Pattern 12 bottom prisms with interior linear side wall prisms
for maximum cleanliness and light control.

+ 100% virgin acrylic lens hinges from either side for easy
maintenance.

* Housing is multi-stage phosphate treated for maximum
corrosion resistance and finish coat is high reflectance baked
white enamel.

* Multiple knockouts accommodate a variety of mounting

methods.

Heavy duty channel of code gauge die formed steel.

+ PAF ends provide finished edges for an aesthetically
pleasing appearance.

+ Luminous injection molded ends are permanently attached to
the lens.

2,3, 0rd Lamp
T50rT8

Specification grade wraparound features
injection molded end caps on a curved lens.

+ 7/8" K.O.’s in end plate allow through wiring when row
mounting.

« For surface or stem mounting (except 3 lamp models).

+ 3 lamp models are suitable for surface mounting only, consult
factory for 3 lamp pendant applications.

+ 3/16" K.O.’s in ends for row mounting.

ELECTRICAL

« Class P, HPF, CBM certified ballasts comply with® Federal
Ballast Law (Public Law 100-357,1988).

+ UL listed for direct mounting on low-density ceilings and
damp locations.

+ Lampholders may be individually replaced or rewired.

+ Self-contained fluorescent emergency power packs can be
incorporated. UL listed for dry location.

CATALOG NUMBER

) fw] ]

@ NO. OF LANPS mmah
BW - Spec. Grade Wrap PER CROSS SECTION 120
TBW — Tandem (8') (not included) 277
(except 17W) 2 UNV - Universal voltage,
3 120-277 volt
4
o __ [LAMP TYPE WATTAGE
W - Wide 28 - 28wT5 (46") See Section 1600-0A
32 - 32wT8 (48") for Option Information.
See Page 950.3-SS for
Mounting Hardware.
NOTES:
o With generic Electronic Ballasts (Brand selected by Day-Brite)
Suffix Catalog # with— Ballast gu‘anti![ - /__-EB

‘ ‘ Lamps I"er Ballast.

Example: =1/2-EB = One 2 Lamp Electronic Ballast.

Example: —1/3-EB - One 3 Lamp Electronic Ballast.

Example: =1/4-EB = One 4 Lamp Electronic Ballast.

Example: —1/21-EB = One 2 Lamp and 1 Lamp Electronic Ballast.
Example: —2/2-EB - Two 2 Lamp Electronic Ballasts.
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D Day-Brite” Lighting

DIMENSIONS

15-5/8"
(397 mm)

0O O - 4 . 3 = 0 OO
-
4' version 8' version
47-15/16" 95-15/16"
(1218 mm) (2437 mm)
B - - 1]
IL | |
PHOTOMETRIC DATA CATALOG # BWW232-1/2-EB LAMPS = F32W T8 INPUT WATTS = 58 _
TEST #26335  S/MH=14 BALLAST = ELECTRONIC ~ BALLAST FACTOR = 88 LER =72
COMPARATIVE YEARLY LIGHTING ENERGY COST PER 1000 LUMENS = $3.33 BASED ON 3000 HRS. AND $.08 PER KWH. FIXTURE EFFICIENCY= 82.8%
CANDLEPOWER MAINTAINED ILLUMINATION TABLE- Square Feet/Fixture* COEFFICIENT OF UTILIZATION
m 80-50-20 Reflectances (Ceiling-Wall-Floor) o | 20
Angle End 45 Cross m LLF=075 2850 Lumens/Lamp ~very clean pc | 80 n 50
m Room width divided by room height = 5 or more, 2 or 1 pw |70 50 30 70 50 30 50 30
g ]g%‘ ]gg;‘ ]g?g Fixture Size | Room Width _ Approx. Area (sq. ft) per Fixture RCR
- 1 e e &#of Lamps | Room Helght = | T0t-c [30 fi-c [50t-¢c | 707k-¢| 100 ftc O | e % % B
! . 5 - 119 72 51 36 2 79 71 67 77 69 65 66 61
2 1211 1250 1302 4'-2 Lamp Wide
35 1083 1204 1262 F30 Tps 2 - 80 48 34 - 8 | 71645 69615 6 58
4 905 1074 1147 1 _ 58 35 _ _ 4 |66 56 48 64 55 47 52 46
5 |60 50 42 58 48 41 46 40
: g% igg gg? *Observe Fixture S/MH Requirements for Specific Applications 6 |56 4538 544436 41 3
w1 21 3 6 &% 2 o3 o4
% 61 189 319 AVERAGE LUMINANCE TYPICAL V_.G.P_.’S 9 |45 34 27 423327 32 2%
® H b 0 CD/SQ.M Room Mounting Height 10 |41 30 25 40 29 23 28 23
105 9 78 137 WITH 2850 LUMEN LAMPS Size Lengthwise Crosswise LIGHT DISTRIBUTION
115 18 72 88 ANGLE END 45° CROSS 85 10 85 10
125 2% 62 83 5 2628 2046 3127 30x30 60 64 52 58 DEGREES LUMENS %LAMP % FIXTURE
15 2 4 i 55 2124 2772 2813 400 55 59 46 52 030 1079 189 229
5 - 3 o1 6 1456 1918 2280 6030 60 64 55 61 040 1822 32.0 386
155 24 33 38 75 1209 1591 2214 60x60 50 54 40 45 0-60 3339 58.6 70.8
}g S% gg gg 85 1092 2243 3648 100x100 44 47 33 36 0-90 4982 75.1 908
LLF=.75 LLF=LIGHT LOSSFACTOR LLF=LDDXLLDXBF LDD=VERY CLEAN0.94 CLEAN 0.90 90-180 434 76 92
LLD=0.91 @ 40% RATED LAMP LIFE ~ BF =.88 ELECTRONIC BALLAST & T8 LAMP (RELAMP AT 70% LAMP LIFE) 0-180 4n7 82.8 100.0
PHOTOMETRIC DATA CATALOG # BWW432-1/4-EB LAMPS = F32W T8 INPUT WATTS = 106 _
TEST #26336  S/MH=14 BALLAST = ELECTRONIC ~ BALLAST FACTOR = 88 LER =70
COMPARATIVE YEARLY LIGHTING ENERGY COST PER 1000 LUMENS = $3.43 BASED ON 3000 HRS. AND $.08 PER KWH. FIXTURE EFFICIENCY= 73.5%
CANDLEPOWER MAINTAINED ILLUMINATION TABLE- Square Feet/Fixture* COEFFICIENT OF UTILIZATION
m 80-50-20 Reflectances (Ceiling-Wall-Floor) Me |2
Angle End 45 Cross mLLF=075 2850Lumens/Lamp very clean pc | 80 n 50
m Room width divided by room height = 5 or more, 2 or 1 mw |70 50 30 70 50 30 50 30
g §§§$ gggj gggg Fixture Size | Room Width _ Approx. Area (sq. ft) per Fixture RCR
- 20 e 228 & of Lamps | Room Height = |10 fi-c [30 ft-c | 50 ft-c | 70ft-c| 100 fic b|Rue kBRI
! . 5 - - 128 91 64 2 70 65 59 68 63 57 58 56
2 2310 2386 2407 4'-4 Lamp Wide
% 2066 2189 2276 Fao Ts 2 - | 45| &7 | B2 | 4 Z : 2? Zl : i: jg iz ::
1714 1927 2051 _
! 105 | 68 4 32 5 |55 45 39 53 44 38 41 35
gg 1;?8 1?;2 13?? *Observe Fixture S/MH Requirements for Specific Applications 6 |50 40 34 48 40 33 38 82
K| % w5 &4 8 | %2 a1 %2 %0 %
% 102 204 476 AVERAGE LUMINANCE TYPICAL V.C.P.’s 9 |40 30 25 39 29 23 28 23
® E o 90 CD/SQ.M Room Mounting Height 10 |38 28 22 3628 22 27 22
105 19 156 253 WITH 2850 LUMEN LAMPS Size Lengthwise Crosswise LIGHT DISTRIBUTION
115 33 116 171 ANGLE END 45° CROSS 85 10 85 10 .
1= & &z i % 4977 5286 5592 3030 46 51 39 45 DEGREES LUMENS %LAMP 9% FIXTURE
55 4022 4809 4839 40x40 42 46 35 39 0-30 2040 17.9 24.4
145 47 69 81 65 2719 3237 3794 60x30 47 51 43 49 0-40 3403 29.8 40.6
155 44 52 63 7 2117 2713 3734 60x60 38 41 29 33 060 6105 536 7.9
}% 3[1) 28 ig 85 1826 3488 5444 100x100 34 36 25 26 0-90 7685 67.4 917
LLF=75 LLF=LIGHTLOSSFACTOR LLF=LDDXLLDXBF LDD=VERY CLEAN0.94 CLEAN090 90-180 693 61 83
LLD =0.91 @ 40% RATED LAMP LIFE ~ BF =.88 ELECTRONIC BALLAST & T8 LAMP (RELAMP AT 70% LAMP LIFE) 0-180 8378 735 100.0
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